Appendix 3 — Before & After Site Plan

Red dotted line denotes the previous kerb alignment
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E MHEW 63MM DEEF YORKSTONE PAVING, S00MM WIDE, VARYING LENGTHS TO BE LAID
FERPENDICULAR TO ADJACENT KERE

m MEW 63MM DEEF YORKSTONE PAVING, S00MM X 200MM TO BE LAID FERFEMDICULAR TO _"
ADJACENT KERE

% HEW RAISED CARRIAGEWAY IM 2 COLOUR MIX PORTUGUESE GRAMITE SETTS (7 0% SILVER e
GREY, 30% MID GREY) LAID RAMDOMLY, FLAMED TOF AND THE TOP 20MM OF ALL SIDES TO - =
EBE CROPPED E

- HEwW 300x 150X 1 S0MM MID GRET GRANITE SETT PAVING TO FORM CARRIAGEWAY CHANMEL

:' MHEW HRA RE-SURFACING

HHH Hew 400x400x65MM YORKSTOME TACTILE PAVING i
s HEW 150 X 300MM FLAMED TEXTURED SILVER GREY PORTUGSUESE GRANITE KERE E::'?wm deep'5::rtshnnce MH . L > . \ £\ -
f— MEW 300 X 200MM FLAMED TEXTURED SILVER GREY PORTUSUESE GRANITE KERE no. HIJ-'INDDEES—GDE;E{' detals \
%
—— NEW 300 X 200MM FLAMED TEXTURED SILVER GREY PORTUGSUESE GRANITE KERE A‘A / & \ "
(rRANSTION) Loading bay sign to be erected on new %
e MEW 300 X 200MM FLAMED TEXTURED SILVER GREY PORTUGUESE GRANITE KERE (ZERD post. location of post in b-eqree L b
KERE FACE) | ¥ Foi-F %‘3\
0\ A\
—— EXISTING KERBLINE A S o
Legible London Sign instaliad on A% o
25 PROPOSED SECURITY MEASURES (REFER TO BOLLARD LAYOUT DWe. 100-16800445-B80) building facade. Exact location TBC Y
Ry e o M) 5 2 AR B
E EXISTING GULLY TO BE REFLACED WITH NEW 450x450MM CYCLE FRIENDLY FRAME AND '
COVER kY

B PROPOSED MEW 200x450MM GULLY POT FRAME AMD COVER

B PROPOSED MEW CATCHPIT

PrROPOSED HEW KS 150 HAURATON CHANMEL
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Motor vehicles will not be
permitbed im Micholas Lane

Monday-Friday Tam-Tpm.

¥

2 mo. gully covers to be replaced o *
; - See signing & Ening dwg.
with cycle friendly covers
; ty 1200-16800446-5L for
ew HRA surfacing details

New raised camageway in 2 colour mix Poruguese
granite setts 300x1 50x130mm (70% silver grey, 30%

& mid grey} See Construction details dwg no. Y
r. . A00-16800446-C04 for details
o Y 2 N F -
TW Water mains on CW to be relocated. Stop cock on FAY PHOEMIX

redundant and removed. See dwg. 100-16100440-C3 for details
Tl T A e

! Extent of Yorkstone paving to be camied cutin

front of new stafion entrance (TEL land) oy

HOUSE

3 no. remowable bollards with 400mm or less socket

New 63mm deep Yorkstone paving, 300rmmx200mm.
ee Construction details dwg no. B00-16100325-CD8
for details

Hauraton K5150 faserfix channel with class C250 double
dipped galvanized "heel guard’ grating. See Construction
details dwg no. 800-16E00448-C01 & 2 for detads.

Mew Scoutmoor B00xG00RE3mm paver with
pedesirianicycle slab. Exact location fo be agreed on site

1 mo. rermowable bollard with G00mm socket

s




